














July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU020, EU021, EU022

See Individual Stacks
See Individual Stacks
347.4 lbs SO2/hr (30 day rolling average)
SO2
See Individual Stacks
See Individual Stacks
See Individual Stacks
See Individual Stacks

1.

a. 0.0
b. 0.0
c. 0.0
d. 0.0
e. 0.0

2. 0.0
3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 1, 2 & 3; straight grate indurating furnaces.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Other known causes

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: See Individual Stacks

Excess Emissions Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown

Control equipment problems

Process problems

Unknown causes

Total duration of excess emissions (days)

Total duration of excess emissions (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

See Individual Stacks

CMS Downtime Details
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU020 

1,206 hours
51 days
N/A
NOX
See Individual Stacks
See Individual Stacks
See Individual Stacks
See Individual Stacks

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

Total duration of excess emissions (days)

Total duration of excess emissions (%)

Excess Emissions Details

Start Date & Time

Process problems

Other known causes

Unknown causes

Excess Emissions Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown

Control equipment problems

End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 1; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

Description of changes in CEMS, processes, or 
controls since last reporting period: See Individual Stacks

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:
Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Analyzer Analyte:

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

See Individual Stacks

Unknown causes

Total CMS Downtime (hours)

Total CMS Downtime (%)

CMS Performance Summary

Monitor equipment malfunctions

Non-Monitor equipment malfunctions

Quality assurance calibration

Other known causes
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU020 SV021

1,206 hours
51 days
N/A
NOX
Teledyne Monitor Labs
T200M
225
8/10/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

CMS Downtime Details

There were no periods of excess emissions during this reporting period

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Non-Monitor equipment malfunctions

Other known causes Other known causes

Unknown causes Unknown causes

Emission Limitation:

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 1; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

There were no periods of downtime during this reporting period.

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Process problems Quality assurance calibration

Control equipment problems
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU020 SV021

1,206 hours
51 days
N/A
SO2
Teledyne Monitor Labs
T100H
137
8/10/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of downtime during this reporting period.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration

Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 1; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU020 SV021

1,206 hours
51 days
N/A
Stack Flow 
Sick Maihak
FLSE 100-H K178 35HSHS
8398564/18118323
8/10/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

There were no periods of downtime during this reporting period.

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration
Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 1; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU020 SV022

1,206 hours
51 days
N/A
NOX
Teledyne Monitor Labs
T200M
226
8/10/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of downtime during this reporting period.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration

Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 1; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU020 SV022

1,206 hours
51 days
N/A
SO2
Teledyne Monitor Labs
T100H
136
8/10/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of downtime during this reporting period.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration

Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 1; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU020 SV022

1,206 hours
51 days
N/A
Stack Flow 
Sick Maihak
FLSE 100-H K178 35HSHS
11318687/ 11318690
8/10/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 3.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 3.0
3. 0.00% 3. 0.25%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

1.0

2.0

0.0

0.0

0.0
0.0
0.0
0.0

08/06/2020 09:00 08/06/2020 10:59 Monitor equipment malfunctions Flow meter cleaned. Returned to operation. Followed SSM plan.

08/06/2020 00:00 08/06/2020 00:59 Monitor equipment malfunctions Flow meter cleaned. Returned to operation. Followed SSM plan.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration
Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 1; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU020 SV023

1,206 hours
51 days
N/A
NOX
Teledyne Moniror Labs
T200M
224
8/10/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of downtime during this reporting period.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration

Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 1; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU020 SV023

1,206 hours
51 days
N/A
SO2
Teledyne Monitor Labs
T100H
134
8/10/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of downtime during this reporting period.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration

Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 1; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU020 SV023

1,206 hours
51 days
N/A
Stack Flow 
Sick Maihak
FLSE 100-H K178 35HSHS
11318686/ 11318679
8/10/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess Emissions 
(hours) Pollutant

Duration of Monitor Downtime 
(hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

Corrective Action

CMS Downtime Details

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime

Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Total duration of excess emissions (days)

Process problems Quality assurance calibration
Other known causes Other known causes

Unknown causes Unknown causes

Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer Model No.:
Analyzer Manufacturer:

There were no periods of downtime during this reporting period.

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 1; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU020 SV024

1,206 hours
51 days
N/A
NOX
Teledyne Moniror Labs
T200M
215
8/10/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

Corrective Action

CMS Downtime Details

There were no periods of downtime during this reporting period.

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%)

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions

Analyzer Serial Number:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 1; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:

Analyzer Manufacturer Model No.:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Control equipment problems Non-Monitor equipment malfunctions

Date of Latest CMS Certification or Audit:

Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Excess Emissions Summary CMS Performance Summary

Process problems Quality assurance calibration

Other known causes Other known causes

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

Excess Emissions Details

Total CMS Downtime (%)

Unknown causes Unknown causes

Emission Limitation:
Analyzer Analyte:
Analyzer Manufacturer:

Page 12 of 15



July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU020 SV024

1,206 hours
51 days
N/A
SO2
Teledyne Monitor Labs
T100H
135
8/10/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of downtime during this reporting period.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration

Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 1; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU020 SV024

1,206 hours
51 days
N/A
Stack Flow 
Sick Maihak
FLSE 100-H K178 35HSHS
13438339/11168507
8/10/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of downtime during this reporting period.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration
Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 1; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

Page 14 of 15



Reporting Period Dates: July 1, 2020 - September 30, 2020

NOX CGA or RATA 8/10/2020
SO2 CGA or RATA 8/10/2020
Flow CGA or RATA 8/10/2020

1,206 hours
51 days

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:



July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU021 

1,064 hours
46 days
N/A
NOX
See Individual Stacks
See Individual Stacks
See Individual Stacks
See Individual Stacks

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.00

0.00

0.00
0.00
0.00
0.00

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

See Individual Stacks

CMS Downtime Details

Total duration of excess emissions (days)

Total duration of excess emissions (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems

Other known causes

Unknown causes

Control equipment problems

Analyzer Serial Number:

Excess Emissions Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown

Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: See Individual Stacks

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 2; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

Unknown causes

Total CMS Downtime (hours)

Total CMS Downtime (%)

CMS Performance Summary

Monitor equipment malfunctions

Non-Monitor equipment malfunctions

Quality assurance calibration

Other known causes

Page 1 of 13



July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU021 SV025

1,064 hours
46 days
N/A
NOX
Teledyne Monitor Labs
T200M
199
8/11/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of downtime during this reporting period.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration

Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 2; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

Page 2 of 13



July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU021 SV025

1,064 hours
46 days
N/A
SO2
Teledyne Monitor Labs
T100H
119
8/11/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of downtime during this reporting period.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration

Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 2; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

Page 3 of 13



July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU021 SV025

1,064 hours
46 days
N/A
Stack Flow
Sick Maihak
FLSE 100-H K178 35HSHS
11318688/ 11318689
8/11/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of downtime during this reporting period.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration
Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 2; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

Page 4 of 13



July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU021 SV026

1,064 hours
46 days
N/A
NOX
Teledyne Monitor Labs
T200M
197
8/11/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 2.0
e. 0.0 e. 0.0

2. 0.0 2. 2.0
3. 0.00% 3. 0.19%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

2.0

0.0

0.0

0.0

0.0
0.0
0.0
0.0

8/8/2020 21:00 8/8/2020 22:59 Other known causes Shelter AC issues resolved. Returned to operation. Followed SSM plan.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration

Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 2; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

Page 5 of 13



July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU021 SV026

1,064 hours
46 days
N/A
SO2
Teledyne Monitor Labs
T100H
116
8/11/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 2.0
e. 0.0 e. 0.0

2. 0.0 2. 2.0
3. 0.00% 3. 0.19%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

2.0

0.0

0.0

0.0

0.0
0.0
0.0
0.0

8/8/2020 21:00 8/8/2020 22:59 Other known causes Shelter AC issues resolved. Returned to operation. Followed SSM plan.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration

Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 2; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

Page 6 of 13



July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU021 SV026

1,064 hours
46 days
N/A
Stack Flow
Sick Maihak
FLSE 100-H K178 35HSHS
11318672/ 8398565
8/11/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of downtime during this reporting period.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration
Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 2; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

Page 7 of 13



July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU021 SV027

1,064 hours
46 days
N/A
NOX
Teledyne Monitor Labs
T200M
179
8/11/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of downtime during this reporting period.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration

Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 2; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

Page 8 of 13



July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU021 SV027

1,064 hours
46 days
N/A
SO2
Teledyne Monitor Labs
T100H
115
8/11/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of downtime during this reporting period.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration
Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 2; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

Page 9 of 13



July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU021 SV027

1,064 hours
46 days
N/A
Stack Flow
Sick Maihak
FLSE 100-H K178 35HSHS
11318684/ 11318691
8/11/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of downtime during this reporting period.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration
Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 2; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

Page 10 of 13



July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU021 SV028

1,064 hours
46 days
N/A
NOX
Teledyne Monitor Labs
T200M
198
8/11/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

CMS Downtime Details

Cause of Monitor Downtime Corrective Action

Start Date & Time End Date & Time

There were no periods of downtime during this reporting period.

Other known causes Other known causes

Excess Emissions Details

Total CMS Downtime (%)

Unknown causes Unknown causes

Total duration of excess emissions (days) Total CMS Downtime (hours)

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Control equipment problems Non-Monitor equipment malfunctions
Process problems Quality assurance calibration

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 2; straight grate indurating furnace.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time

Total duration of excess emissions (%)

Analyzer Serial Number:

Emission Limitation:

Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Excess Emissions Summary CMS Performance Summary

Analyzer Analyte:
Analyzer Manufacturer:

Date of Latest CMS Certification or Audit:

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:

Analyzer Manufacturer Model No.:
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU021 SV028

1,064 hours
46 days
N/A
SO2
Teledyne Monitor Labs
T100H
117
8/11/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of downtime during this reporting period.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration
Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 2; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU021 SV028

1,064 hours
46 days
N/A
Stack Flow
Sick Maihak
FLSE 100-H K178 35HSHS
11318678/ 11318673
8/11/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 3.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 3.0
3. 0.00% 3. 0.28%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

3.0

0.0

0.0

0.0

0.0
0.0
0.0
0.0

CMS Downtime Details

09/28/2020 03:59 Monitor equipment malfunctions Flow meter cleaned. Returned to operation. Followed SSM plan.09/28/2020 01:00

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

Emission Limitation:

Analyzer Manufacturer Model No.:
Analyzer Manufacturer:
Analyzer Analyte:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 2; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period: N/A

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Unknown causes Unknown causes

Startup/Shutdown Monitor equipment malfunctions

Process problems Quality assurance calibration
Other known causes Other known causes

Control equipment problems Non-Monitor equipment malfunctions
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU022

1,403 hours
59 days
N/A
NOX
See Individual Stacks
See Individual Stacks
See Individual Stacks
See Individual Stacks

1.

a. 0.0
b. 0.0
c. 0.0
d. 0.0
e. 0.0

2. 0.0
3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.00

0.00

0.00

0.00
0.00
0.00
0.00

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 3; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

Description of changes in CEMS, processes, or 
controls since last reporting period: See Individual Stacks

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:
Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Process problems

Other known causes

Unknown causes

Excess Emissions Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown

Control equipment problems

Total duration of excess emissions (days)

Total duration of excess emissions (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

See Individual Stacks

CMS Downtime Details
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU022 SV029

1,403 hours
59 days
N/A
NOX
Teledyne Monitor Labs
T200M
213
8/12/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

N/A

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

There were no periods of monitor downtime during this reporting period

Corrective Action

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Other known causes Other known causes

Unknown causes Unknown causes

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions

Emission Limitation:

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Process Unit Identification:

Process Unit Description:

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:

Pellet Indurating Furnace Line No. 3; straight grate indurating furnace.

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Description of changes in CEMS, processes, or 
controls since last reporting period:

Excess Emissions Summary CMS Performance Summary

CMS Downtime Details

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Process problems Quality assurance calibration

Control equipment problems Non-Monitor equipment malfunctions
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU022 SV029

1,403 hours
59 days
N/A
SO2
Teledyne Monitor Labs
T100H
129
8/12/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of monitor downtime during this reporting period

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration

Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period:

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

N/A

Analyzer Manufacturer Model No.:
Analyzer Manufacturer:
Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 3; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU022 SV029

1,403 hours
59 days
N/A
Stack Flow 
Sick Maihak
FLSE 100-H K178 35HSHS
11318676/ 11318683
8/12/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of monitor downtime during this reporting period

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration
Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period:

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

N/A

Analyzer Manufacturer Model No.:
Analyzer Manufacturer:
Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 3; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

Page 4 of 13



July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU022 SV030

1,403 hours
59 days
N/A
NOX
Teledyne Monitor Labs
T200M
212
8/12/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of monitor downtime during this reporting period

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration

Other known causes Other known causes

Unknown causes Unknown causes

Emission Limitation:

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 3; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period:

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

N/A
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU022 SV030

1,403 hours
59 days
N/A
SO2
Teledyne Monitor Labs
T100H
130
8/12/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of monitor downtime during this reporting period

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration

Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period:

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

N/A

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 3; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU022 SV030

1,403 hours
59 days
N/A
Stack Flow 
Sick Maihak
FLSE 100-H K178 35HSHS
11318682/ 11318681
8/12/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of monitor downtime during this reporting period

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration
Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period:

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

N/A

Analyzer Manufacturer Model No.:
Analyzer Manufacturer:
Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 3; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

Page 7 of 13



July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU022 SV031

1,403 hours
59 days
N/A
NOX
Teledyne Monitor Labs
T200M
214
8/12/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration

Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period:

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

N/A

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 3; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

There were no periods of monitor downtime during this reporting period
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU022 SV031

1,403 hours
59 days
N/A
SO2
Teledyne Monitor Labs
T100H
132
8/12/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of monitor downtime during this reporting period

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration

Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period:

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

N/A

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 3; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU022 SV031

1,403 hours
59 days
N/A
Stack Flow 
Sick Maihak
FLSE 100-H K178 35HSHS
11318670/ 11318677
8/12/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration
Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period:

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

N/A

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 3; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

There were no periods of monitor downtime during this reporting period
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU022 SV032

1,403 hours
59 days
N/A
NOX
Teledyne Monitor Labs
T200M
195
8/12/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of monitor downtime during this reporting period

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Cause of Monitor Downtime Corrective Action

Quality assurance calibration
Other known causes Other known causes

Excess Emissions Details

Total CMS Downtime (%)

Unknown causes Unknown causes

Total duration of excess emissions (days) Total CMS Downtime (hours)

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 3; straight grate indurating furnace.

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time

Total duration of excess emissions (%)

Analyzer Manufacturer:

CMS Downtime Details

Analyzer Serial Number:

Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

Excess Emissions Summary CMS Performance Summary

Description of changes in CEMS, processes, or 
controls since last reporting period:

Control equipment problems Non-Monitor equipment malfunctions

N/A

Date of Latest CMS Certification or Audit:

Process problems

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:

Analyzer Manufacturer Model No.:

Emission Limitation:
Analyzer Analyte:
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU022 SV032

1,403 hours
59 days
N/A
SO2
Teledyne Monitor Labs
T100H
131
8/12/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of monitor downtime during this reporting period

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration

Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period:

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

N/A

Analyzer Manufacturer Model No.:
Analyzer Manufacturer:
Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 3; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:
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July 1, 2020 - September 30, 2020
Hibbing Taconite Company
4950 Hwy 5 North
Hibbing MN 
EU022 SV032

1,403 hours
59 days
N/A
Stack Flow 
Sick Maihak
FLSE 100-H K178 35HSHS
11318680/ 11318671
8/12/2020

1. 1. CMS Downtime in reporting period due to:

a. 0.0 a. 0.0
b. 0.0 b. 0.0
c. 0.0 c. 0.0
d. 0.0 d. 0.0
e. 0.0 e. 0.0

2. 0.0 2. 0.0
3. 0.00% 3. 0.00%

Duration of Excess 
Emissions (hours) Pollutant

Duration of Monitor 
Downtime (hours)

0.0

0.0

0.0

0.0
0.0
0.0
0.0

There were no periods of excess emissions during this reporting period

Start Date & Time End Date & Time Cause of Monitor Downtime Corrective Action

CMS Downtime Details

Total duration of excess emissions (days) Total CMS Downtime (hours)

Total duration of excess emissions (%) Total CMS Downtime (%)

Excess Emissions Details

Start Date & Time End Date & Time Magnitude of 
Emissions Cause of Excess Emissions Corrective Action

Process problems Quality assurance calibration
Other known causes Other known causes

Unknown causes Unknown causes

Control equipment problems Non-Monitor equipment malfunctions

Analyzer Serial Number:
Date of Latest CMS Certification or Audit:

Description of changes in CEMS, processes, or 
controls since last reporting period:

Excess Emissions Summary CMS Performance Summary
Duration of excess emissions in reporting period due to:

Startup/Shutdown Monitor equipment malfunctions

N/A

Analyzer Manufacturer:
Analyzer Manufacturer Model No.:

Analyzer Analyte:

Quarterly Excess Emissions and Monitoring System Performance Report
Required by 40 CFR 52.1235(e)(7)

Reporting Period Dates:
Company Name:

Company Address:

Process Unit Identification:

Process Unit Description: Pellet Indurating Furnace Line No. 3; straight grate indurating furnace.

Total Source Operating Time in Reporting Period:
Total Source Operating Days in Reporting Period:
Emission Limitation:

There were no periods of monitor downtime during this reporting period
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